TRANS TRUCK ECO 5W-30

AREOL

PREMIUM QUALITY
IN EVERY DROP

Description:

All-season energy-saving synthetic low-ash motor oil for modern heavy-duty engines. Suitable for
extreme operating conditions. Offers excellent protective, anti-corrosion and anti-wear performance.
Helps keep the engine clean and prevents deposit formation and build-up.

Application:

Suitable for modern diesel engines, with or without DPFs and catalytic converters. Recommended for
EURO IV,EURO V and EURO VI engines when used with low-sulphur diesel fuel.

Approvals and Specifications:
ACEA E6,E7ES8,EQ,ETT

API CK-4/SN

CATERPILLAR ECF-3
CUMMINS CES20081/20086
DAF Extended Drain
DAFPSQL2.1E
DAFPSQL21ELD

DETROIT DIESEL 93K218/93K222
DEUTZ DQCIV-10LA
DEUTZ DQCIV-18 LA
DTFR15C100

DTFR15C110

DTFR15C120

FORD WSS-M2C213-A
IVECO18-1804 TLSE9

JASO DH-2

MACK EO-MPLUS

MACK EO-N Premium Plus
MACK EO-O Premium Plus
MACK EOS-4.5

MAN M3271-1,M3277,M3477,M 3677, M3775

MB 226.9/228.31/228.51/228.52
MTUTYPE 3.1

Specifications:

Density at 15 °C, Kg/L
Viscosity at 40 °C, mm2/s
Viscosity at 100 °C, mm2/s
Viscosity index

Cleveland flash point, °C
TBN, mgKOH/g

Sulfated ash, %

Pour point, °C

RENAULT RLD-2
RENAULT RLD-3
RENAULT RXD/RGD
RENAULT VIRLD-3
SCANIA LOW ASH
SCANIA LDF-4
VOITH CLASS B
VOLVO CNG
VOLVO VDS-3
VOLVO VDS-4
VOLVO VDS-4.5

0.851
71.8
12.3
170
214
10
0.99

The specified typical physical and chemical characteristics are for reference only, fall within standard tolerance ranges, and
do not constitute mandatory technical specifications for production or sale. Due to ongoing product research and
development, the information contained herein is subject to change without notice.



